A PROMAX MC-577

Low cost TV and Satellite Level Meter

The MC-577 is a low cost, portable and light instrument that provides the installer all the basic functions to ins-
tall and verify analogue and digital systems.

It covers the terrestrial and satellite bands and can measure signal level, channel power and C/N ratio. It incor-
porates a high resolution Spectrum Analiser and a monitor to display television signals.

The instrumenent can be operated through internal batteries or from the mains. The batteries can be charged : 3 “; *". bi
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B One RF input for Terrestrial and Satellite bands B High resolution Spectrum

B Easy to use B Analogue Audio/Video demodulation

B Frequency range: 45 to 856 MHz on terrestrial and g Battery charge from mains or car lighter
950 to 2150 MHz on Satellite band

Spectrum analyser Monitor Level measurement + synchronism Power of digital channels C/N analogue signals C/N digital signals

TV & Sa’tel I Ite baS I C Ievel m eter MC_36OB B Through the SCART, the instrument can be connected to a

digital receiver. It is then possible to view the decoded image
on the monitor.

M Terrestrial frequency tuning (46 to 856 MHz) and Satellite (950 to 2050 MHz)
H One single RF input connector

B Analogue measurements and acoustic indicator of level measured.

B LNB supply: 13, 15 & 18V with 22 KHz switching signal

Ml Included rechargeable batteries




